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FEATURES
What you can do with the unit

The unit is equipped with the various useful features.

Connecting various devices (p.32)

A number of HDMI jacks and various input/output jacks on 
the unit allow you to connect video devices (such as BD/DVD 
players), audio devices (such as CD players), game consoles, 
camcorders, and other devices.

Playing back TV audio in surround 
sound with a single HDMI cable 
connection (Audio Return Channel: 
ARC) (p.33)

When using an ARC-compatible TV, you only need one HDMI 
cable to enable video output to the TV, audio input from the 
TV, and the transmission of HDMI Control signals.

Various wireless connection 
methods (p.53)

The unit supports the Wi-Fi feature that allows the unit to 
connect to your wireless router (access point) without a 
network cable connection. In addition, Wireless Direct 
enables connecting a mobile device to the unit directly 
without router.

Creating 3-dimensional sound fields 
(p.65)

Connecting presence speakers allows you to create a natural 
3-dimensional sound field in your own room (CINEMA DSP 
3D). Even when no presence speakers are connected, the 
Virtual Presence Speaker (VPS) function produces 3D 
surround sound. In addition, the unit creates Virtual 
Surround Back Speaker (VSBS) using the surround speakers 
to add a sense of depth to the rear sound field even when no 
surround back speakers are connected.

HDMI Control
TV audio

Video from 
external device

Wi-Fi or 
Wireless Direct

VSBS
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Part names and functions

This section explains the functions of the parts of the unit.

Front panel (RX-V781)

INFO (WPS)ZONE 2 ZONE CONTROL MEMORY PRESET FM AM TUNING

CONTROL

TVBD
DVD NET RADIO

INPUT

SCENE

MAIN ZONE

PHONES

SILENT CINEMA (CONNECT)

STRAIGHT

PURE DIRECT

HDMI IN 5V 1A

VIDEO

VOLUME

AUX USB
TONE PROGRAMYPAO MIC

ji lb c d e fa g h k

m vpon r s t uq
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a MAIN ZONE z key
Turns on/off (standby) the unit.

b Standby indicator
Lights up when the unit is in standby mode under any of the following conditions.
� HDMI Control is enabled (p.117)
� Standby Through is enabled (p.118)
� Network Standby is enabled (p.119)

c ZONE 2 key
Enables/disables the audio output to Zone2 (p.90).

d ZONE CONTROL key
Changes the zone (main zone or the Zone2) that is controlled by the keys and knobs on the front panel 
(p.90).

e INFO (WPS) key
Selects the information displayed on the front display (p.96).
Enters the wireless network connection setup (WPS push button configuration) by holding down for 3 
seconds (p.55).

f MEMORY key
Registers FM/AM radio stations as preset stations (p.71).

g PRESET keys
Select a preset FM/AM radio station (p.71).

h FM and AM keys
Switch between FM and AM (p.70).

i Front display
Displays information (p.12).

j Remote control sensor
Receives remote control signals (p.5).

k TUNING keys
Select the radio frequency (p.70).

l PURE DIRECT key
Enables/disables Pure Direct (p.69).

m INPUT knob
Selects an input source.

n PHONES jack
For connecting headphones.

o YPAO MIC jack
For connecting the supplied YPAO microphone (p.45).

p TONE CONTROL key
Adjusts the high-frequency range and low-frequency range of output sounds (p.98).

q SCENE keys
Select the registered input source, sound program, and various settings with one touch. Also, turns on 
the unit when it is in standby mode (p.63).

r PROGRAM keys
Select a sound program or a surround decoder (p.64).

s STRAIGHT (CONNECT) key
Enables/disables the straight decode mode (p.68).
Enters MusicCast CONTROLLER registration by holding down for 5 seconds (p.61).

t VIDEO AUX (HDMI IN) jack
For connecting a device, such as a camcorder and a game console (p.38).

u USB jack
For connecting a USB storage device (p.76).

v VOLUME knob
Adjusts the volume.
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Front panel (RX-V681)

INFO (WPS)ZONE 2 ZONE CONTROL MEMORY PRESET FM AM TUNING

CONTROL

TVBD
DVD NET RADIO

SCENE

MAIN ZONE

PHONES

SILENT CINEMA

STRAIGHT

PURE DIRECT

VIDEO

VOLUME

AUX USB
TONE PROGRAM

YPAO MIC

INPUT

HDMI IN 5V 1A
(CONNECT)
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a MAIN ZONE z key
Turns on/off (standby) the unit.

b Standby indicator
Lights up when the unit is in standby mode under any of the following conditions.
� HDMI Control is enabled (p.117)
� Standby Through is enabled (p.118)
� Network Standby is enabled (p.119)

c YPAO MIC jack
For connecting the supplied YPAO microphone (p.45).

d ZONE 2 key
Enables/disables the audio output to Zone2 (p.90).

e Remote control sensor
Receives remote control signals (p.5).

f ZONE CONTROL key
Changes the zone (main zone or the Zone2) that is controlled by the keys and knobs on the front panel 
(p.90).

g INFO (WPS) key
Selects the information displayed on the front display (p.96).
Enters the wireless network connection setup (WPS push button configuration) by holding down for 3 
seconds (p.55).

h MEMORY key
Registers FM/AM radio stations as preset stations (p.71).

i PRESET keys
Select a preset FM/AM radio station (p.71).

j FM and AM keys
Switch between FM and AM (p.70).

k Front display
Displays information (p.12).

l TUNING keys
Select the radio frequency (p.70).

m PURE DIRECT key
Enables/disables Pure Direct (p.69).

n PHONES jack
For connecting headphones.

o INPUT keys
Select an input source.

p TONE CONTROL key
Adjusts the high-frequency range and low-frequency range of output sounds (p.98).

q SCENE keys
Select the registered input source, sound program, and various settings with one touch. Also, turns on 
the unit when it is in standby mode (p.63).

r PROGRAM keys
Select a sound program or a surround decoder (p.64).

s STRAIGHT (CONNECT) key
Enables/disables the straight decode mode (p.68).
Enters MusicCast CONTROLLER registration by holding down for 5 seconds (p.61).

t VIDEO AUX (HDMI IN) jack
For connecting a device, such as a camcorder and a game console (p.38).

u USB jack
For connecting a USB storage device (p.76).

v VOLUME knob
Adjusts the volume.
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Front display (indicators)

a ECO
Lights up when the unit is in the eco mode (p.125).

b HDMI
Lights up when HDMI signals are being input or output.

OUT1/OUT2 (RX-V781 only)
Indicates the HDMI OUT jacks currently outputting an HDMI signal.

OUT (RX-V681 only)
Lights up when HDMI signals are being output.

c ENHANCER
Lights up when Compressed Music Enhancer (p.69) is working.

d CINEMA DSP
Lights up when CINEMA DSP or CINEMA DSP 3D (p.65) is working.

e STEREO
Lights up when the unit is receiving a stereo FM radio signal.

TUNED
Lights up when the unit is receiving an FM/AM radio station signal.

f Signal strength indicator
Indicates the strength of the wireless network signal (p.53).

g Bluetooth indicator
Lights up when the unit is connecting to a Bluetooth device (p.74).

h PARTY
Lights up when the unit is in the party mode (p.91).

i SLEEP
Lights up when the sleep timer is on.

j ZONE2
Lights up when audio output to Zone2 is enabled (p.90).

k MUTE
Blinks when audio is temporarily muted.

l Volume indicator
Indicates the current volume.

m VIRTUAL
Lights up when the Virtual Presence Speaker (VPS) or Virtual 
Surround Back Speaker (VSBS) (p.65), or the virtual surround 
processing (p.67) is working.

n Cursor indicators
Indicate the remote control cursor keys currently operational.

o Information display
Displays the current status (such as input name and sound mode 
name). You can switch the information by pressing INFO (p.96).

p ADAPTIVE DRC
Lights up when Adaptive DRC (p.98) is working.

q Speaker indicators
Indicate speaker terminals from which signals are output.

A Front speaker (L)

S Front speaker (R)

D Center speaker

F Surround speaker (L)

G Surround speaker (R)

H Surround back speaker (L)

J Surround back speaker (R)

K Surround back speaker

B Presence speaker (L)

N Presence speaker (R)

L Subwoofer

L C R FPRFPL
SL
SBL SBRSB

SW SR

VOL.

MUTE

ADAPTIVE DRC  VIRTUAL

ENHANCER TUNEDSTEREO

2

SLEEPPARTY
ZONE

OUT 1 2

b mc d hg i ka jf le

n no p q
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Rear panel (RX-V781)

* The area around the video/audio output jacks is marked in white on the actual product to prevent improper 
connections.
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a REMOTE IN/OUT jacks
For connecting to an infrared signal receiver/emitter that allows you to operate the unit and other 
devices from another room (p.89).

b TRIGGER OUT jack
For connecting to a device that supports the trigger function (p.41).

c HDMI OUT 1-2 jacks
For connecting to HDMI-compatible TVs and outputting video/audio signals (p.33). When using ARC, TV 
audio signal can also be input through the HDMI OUT 1 jack.

d ANTENNA jacks
For connecting to FM and AM antennas (p.39).

e HDMI 1-5 jacks
For connecting to HDMI-compatible playback devices and inputting video/audio signals (p.35).

f Wireless antenna
For connecting to a network device wirelessly (p.53).

g NETWORK jack
For connecting to a network with a network cable (p.40).

h SPEAKERS terminals
For connecting to speakers (p.19).

i VOLTAGE SELECTOR
(Taiwan, Brazil and General models only)
Selects the switch position according to your local voltage (p.42).

j Power cable
For connecting to an AC wall outlet (p.42).

k PHONO jacks
For connecting to a turntable (p.38).

l AUDIO 1-2 jacks
For connecting to audio playback devices and inputting audio signals (p.38).

m AV 1-6 jacks
For connecting to video/audio playback devices and inputting video/audio signals (p.35).

n ZONE2 OUT jacks
For connecting to the external amplifier used in Zone2 and for outputting audio (p.88).

o MONITOR OUT jacks 

COMPONENT VIDEO jacks
For connecting to a TV that supports component video and outputting video signals (p.34).

VIDEO jack
For connecting to a TV that supports composite video and outputting video signals (p.34).

p PRE OUT jacks
For connecting to a subwoofer with built-in amplifier or to an external power amplifier (p.41).
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Rear panel (RX-V681)

* The area around the video/audio output jacks is marked in white on the actual product to prevent improper 
connections.

PHONO

GND

AUDIO 1 AUDIO 2

OPTICAL

OPTICAL

COAXIAL

VIDEO

AV4

AV3

AV2

AV 1

(TV)

PBY PR

COMPONENT
VIDEO

VIDEO

MONITOR OUT

PBY PR

HDMI 1

(BD/DVD)

HDMI 2 HDMI 3 HDMI 4 HDMI 5
HDCP2.2 HDCP2.2 HDCP2.2

ARC

ANTENNA

FM AM

SURROUND CENTER

CLASS 2 WIRING CABLAGE CLASSE 2

FRONT

SINGLE

SPEAKERS

AV 5

VIDEO

AV 6 ZONE OUT
SUBWOOFER
PRE OUT

ZONE 2

NETWORK

TRIGGER OUT

REMOTE

(NET)

12V

IN

OUT

0.1A

COMPONENT VIDEO

1

2

HDMI OUT

(RADIO)

WIRELESS

F.PRESENCE/ZONE2

EXTRA SP1

HDCP2.2

SURROUND BACK

ZONE2/BI-AMP

EXTRA SP2

b

pl

h

n

ea c g i j

m

d f

ok



En 16

a REMOTE IN/OUT jacks
For connecting to an infrared signal receiver/emitter that allows you to operate the unit and other 
devices from another room (p.89).

b TRIGGER OUT jack
For connecting to a device that supports the trigger function (p.41).

c HDMI OUT jack
For connecting to an HDMI-compatible TV and outputting video/audio signals (p.33). When using ARC, TV 
audio signal can also be input through the HDMI OUT jack.

d ANTENNA jacks
For connecting to FM and AM antennas (p.39).

e HDMI 1-5 jacks
For connecting to HDMI-compatible playback devices and inputting video/audio signals (p.35).

f Wireless antenna
For connecting to a network device wirelessly (p.53).

g NETWORK jack
For connecting to a network with a network cable (p.40).

h SPEAKERS terminals
For connecting to speakers (p.19).

i VOLTAGE SELECTOR
(Taiwan, Brazil and General models only)
Selects the switch position according to your local voltage (p.42).

j Power cable
For connecting to an AC wall outlet (p.42).

k PHONO jacks
For connecting to a turntable (p.38).

l AUDIO 1-2 jacks
For connecting to audio playback devices and inputting audio signals (p.38).

m AV 1-6 jacks
For connecting to video/audio playback devices and inputting video/audio signals (p.35).

n ZONE2 OUT jacks
For connecting to the external amplifier used in Zone2 and for outputting audio (p.88).

o MONITOR OUT jacks

COMPONENT VIDEO jacks
For connecting to a TV that supports component video and outputting video signals (p.34).

VIDEO jack
For connecting to a TV that supports composite video and outputting video signals (p.34).

p SUBWOOFER PRE OUT 1-2 jacks
For connecting to a subwoofer with built-in amplifier (p.41).
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Remote control

a Remote control signal transmitter
Transmits infrared signals.

b z (receiver power) key
Turns on/off (standby) the unit.

c Input selection keys
Select an input source for playback.
HDMI 1-5: HDMI 1-5 jacks
V-AUX: VIDEO AUX jack (on the front panel)
AV 1-6: AV 1-6 jacks
AUDIO: AUDIO 1-2 jacks (press repeatedly to select �AUDIO1� or 
�AUDIO2�)
TUNER: FM/AM radio
BLUETOOTH: Bluetooth connection (the unit as a Bluetooth 
receiver)
USB: USB jack (on the front panel)
NET: NETWORK sources (press repeatedly to select a desired 
network source)
PHONO: PHONO jacks

d MAIN/ZONE2 switch
Changes the zone (main zone or Zone2) that is controlled by the 
remote control (p.90).

e SCENE keys
Select the registered input source, sound program, and various 
settings with one touch. Also, turns on the unit when it is in 
standby mode (p.63).

f PROGRAM keys
Select a sound program (p.64).

g External device operation keys
Displays menus for the HDMI Control-compatible playback device 
(p.147).

h ON SCREEN key
Displays the on-screen menu on the TV.

i Menu operation keys
Cursor keys: Select a menu or the parameter.
ENTER: Confirms a selected item.
RETURN: Returns to the previous screen.

j Radio keys
Operate the FM/AM radio when �TUNER� is selected as the input 
source (p.70).

BAND: Switches between FM and AM radio.
PRESET: Select a preset station.
TUNING: Select the radio frequency.

External device operation keys
Let you perform playback operations when �USB� or �NET� is 
selected as the input source, or control playback of the HDMI 
Control-compatible playback device (p.147).

k Sound mode keys
Select a sound mode (p.64).

l INFO key
Selects the information displayed on the front display (p.96).

m SLEEP key
Pressing this key repeatedly will specify the time (120 min, 90 min, 
60 min, 30 min, off), in which the unit switches to the standby 
mode.

n Numeric keys
Let you enter numerical values, such as radio frequencies.

MEMORY key
Registers FM/AM radio stations as presets (p.71).

o HDMI OUT key
(RX-V781): Selects HDMI OUT jacks to be used for video/audio 
output (p.62).
(RX-V681): Enables/disables video/audio output from the HDMI 
OUT jack (p.62).

p PARTY key
Turns on/off the party mode (p.91).

q VOLUME keys
Adjust the volume.

r MUTE key
Mutes the audio output.

s OPTION key
Displays the option menu (p.97).

t DISPLAY key
Displays status information on the TV (p.97).

p
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PREPARATIONS
General setup procedure

  1  Connecting speakers  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.19)

  2  Connecting a TV and playback devices. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.32)

  3  Connecting the FM/AM antennas. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.39)

  4  Connecting a network cable or preparing the wireless antenna  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.40)

  5  Connecting other devices  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.41)

  6  Connecting the power cable  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.42)

  7  Selecting an on-screen menu language . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.43)

  8  Configuring the necessary speaker settings . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.44)

  9  Optimizing the speaker settings automatically (YPAO). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.45)

  10  Connecting to a network device wirelessly. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.53)

  11  Connecting to the MusicCast network . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (p.61)

This completes all the preparations. Enjoy playing movies, music, radio and other content with the unit!
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  1  Connecting speakers

The unit has 7 built-in amplifiers. You can connect 2 to 9 speakers and up to 2 subwoofers to create the favorite acoustic space in your room.

You can also apply bi-amp connections or multi-zone configurations to enhance your system (p.27).

Ideal speaker layout Functions of each speaker

X
� We recommend using front presence speakers to have a full effect of the 3-dimensional sound fields. However, 

the unit creates Virtual Presence Speaker (VPS) using the front, center and surround speakers to produce 
3-dimensional sound fields even when no front presence speakers are connected (p.65).

� Use �Ideal speaker layout� (diagram on the left) as reference. You do not need to exactly adjust the speaker 
layout to this diagram since the YPAO function of the unit will automatically optimize the speaker settings (such 
as distances) to suit the speaker layout.

� When using only one surround back speaker, place it straight behind the listening position (middle of �SBL� 
and �SBR� in the diagram).

Caution
� Under its default settings, the unit is configured for 8-ohm speakers. When connecting 6-ohm speakers, set the unit�s speaker impedance to �6 � MIN�. In this case, you can also use 4-ohm speakers as the front speakers. 

For details, see �Setting the speaker impedance� (p.23).

E

1 2

39

4

6 7

5

9

R

0.3 m (1 ft) or more

1.8 m
(5.9 ft)

0.5 to 1 m 
(1.6 to 3.3 ft)

1.8 m 
(5.9 ft)

0.5 to 1 m 
(1.6 to 3.3 ft)

10°~30°10°~30°

Speaker type Function

Front (L/R) 
12

Produce front left/right channel sounds (stereo sounds).

Center 
3

Produces center channel sounds (such as movie dialogues and vocals).

Surround (L/R) 
45

Produce surround left/right channel sounds. Surround speakers also 
produce surround back channel sounds when no surround back 
speakers are connected.

Surround back (L/R) 
67

Produce surround back left/right channel sounds.

Front presence (L/R) 
ER

Produce CINEMA DSP effect sounds or heights channel sounds of Dolby 
Atmos and DTS:X contents.

Subwoofer 
9

Produces LFE (low-frequency effect) channel sounds and reinforces 
bass parts of other channels.
This channel is counted as �0.1�. You can connect 2 subwoofers to the 
unit and place them on the left/right (or front/rear) sides of the room.
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7.1 system (using surround back speakers)

This speaker system creates Virtual Presence Speaker (VPS) using the front, center and 
surround speakers to produce a 3-dimensional sound field, and also allows you to enjoy 
extended surround sounds using the surround back speakers.

5.1 system

X
You can enjoy surround sound even without the center speaker (4.1 system).

5.1 system (front 5.1-channel) (using surround speakers)

We recommend using this speaker system when you cannot place speakers in the rear side of 
the room.

X
When placing surround speakers in the front side, set �Layout (Surround)� in the �Setup� menu to �Front� before 
performing YPAO (p.44).

5.1 system (front 5.1-channel) (using front presence speakers)

We recommend using this speaker system when you cannot place speakers in the rear side of 
the room.

X
When using front presence speakers installed to the ceiling or when using the Dolby Enabled speakers as the 
presence speakers, configure the �Layout (Front Presence)� setting in the �Setup� menu before performing YPAO 
(p.44).

4 5

1 2

39

6 7

4 5

1 2

39

4 5

1 2

39

1 2

39

E R
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2.1 system

X
Add the center speaker to configure a 3.1 system.

Presence speaker layout

The unit provides three layout patterns for presence speakers (Front Height, Overhead and 

Dolby Enabled SP). Choose a layout pattern that suits your listening environment.

X
You can enjoy Dolby Atmos, DTS:X or Cinema DSP 3D with any layout pattern.

Front Height

Install the presence speakers on the front side wall.

It delivers a natural sound field with excellent linkage of left, right, top and bottom sound 
spaces, and sound extensity effectively.

Overhead

Install the presence speakers to the ceiling above the listening position.

It delivers realistic overhead sound effects and sound field with excellent linkage of front and 
rear sound spaces effectively.

Y
For details on the installation position of ceiling speakers, see �Notes on installation of ceiling speakers� (p.23).

Dolby Enabled SP

Use the Dolby Enabled speakers as the presence speakers.

It utilizes sounds reflected from ceiling and lets you enjoy overhead sounds only from speakers 
that are placed at the same level as traditional speakers.

X
Place the Dolby Enabled speakers on top of or near the traditional front speakers. A Dolby Enabled speaker unit 
may be integrated into a traditional speaker. For details, refer to the instruction manual of the Dolby Enabled 
speakers.

1 2

9
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Connection diagram

Refer to the following diagram and connect the speakers to the unit.

Y
When using only one surround back speaker, connect it to the SINGLE jack (L side).

Connecting speaker cables

Speaker cables have two wires. One is for connecting the negative (-) terminal of the unit and 
the speaker, and the other is for the positive (+) terminal. If the wires are colored to prevent 
confusion, connect the black wire to the negative and the other wire to the positive terminal.

1 Remove approximately 10 mm (3/8�) of insulation from the ends of the speaker cable and twist 

the bare wires of the cable firmly together.

2 Loosen the speaker terminal.

3 Insert the bare wires of the cable into the gap on the side (upper right or bottom left) of the 

terminal.

4 Tighten the terminal.

Using a banana plug

(U.S.A., Canada, China, Australia, Taiwan, Brazil and General models only)

1 Tighten the speaker terminal.

2 Insert a banana plug into the end of the terminal.

� The illustrations of the unit (rear) used in this section are of the RX-V781.

SURROUND CENTER

CLASS 2 WIRING CABLAGE CLASSE 2

FRONT

SINGLE

SURROUND BACK

ZONE2/BI-AMP

SPEAKERS

SUBWOOFER

F.PRESENCE/ZONE2
EXTRA SP1

EXTRA SP2

1

2

1

6 7

2

3

4 5

9 9

E R

The unit (rear)

FRONT

11
22

44

33
+ (red)

- (black)

FRONT
11

22

Banana plug
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Push-type speaker terminals

(RX-V681 only)

1 Remove approximately 10 mm (3/8�) of insulation from the ends of the speaker cable, and 

twist the bare wires of the cable firmly together.

2 Press down the tab.

3 Insert the bare wires of the cable into the hole in the terminal.

4 Release the tab.

Connecting the subwoofer

Use an audio pin cable to connect the subwoofer.

F.PRESENCE/ZONE 2

EXTRA SP1

11 22
33

44
+ (red)

- (black)

CENTER
FRONT

Audio pin cable
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Advanced speaker configuration

In addition to the basic speaker configuration (p.20), the unit also allows you to apply the following speaker configurations to enhance your system.

Using the four internal 
amplifiers for front speakers to 
have more high-quality sounds

(Example) (Example)

Bi-amp 
connection

Using the excess internal 
amplifiers for stereo speakers 

in another room

Main zone

Zone2

Bi-amp connection Multi-zone configuration
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5.1.2 +1Zone

X
When Zone2 output is enabled (p.90), the front presence speakers in the main zone do not output sound.

5.1 BI-Amp

Speaker Connect to

12 FRONT

3 CENTER

45 SURROUND

67 (not used)

ER EXTRA SP1

9 SUBWOOFER 1-2

Zone2 speakers EXTRA SP2

211

E R

2

3

4

9 9

5

Main zone

Zone2

Speaker Connect to

12 FRONT and EXTRA SP2 (bi-amp connection)

3 CENTER

45 SURROUND

67 (not used)

ER (not used)

9 SUBWOOFER 1-2

1

3

4 5

9 9

2

Bi-amp
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Y
The following operation is available only when your TV is connected to the unit via HDMI.

1 After connecting external devices (such as a TV and playback devices) and 
power cable of the unit, turn on the unit.

2 Press AV 2 to select �AV 2� (video input jack to be used) as the input source.

3 Press ON SCREEN.

4 Use the Cursor keys to select �Input� and press ENTER.

5 Use the Cursor keys (e/r) to select �AV2� (video input jack to be used) and 
press the Cursor key (q).

6 Use the Cursor keys to select �Audio In� and press ENTER.

7 Use the Cursor keys to select �AV5� (audio input jack to be used).

8 Press ON SCREEN.

This completes the necessary settings.

If you select �AV 2� as the input source by pressing AV 2, the video/audio played back on the 
video device will be output from the unit.

ON SCREEN

ENTER

AV 2

Cursor keys
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  3  Connecting the FM/AM antennas

Connect the supplied FM/AM antennas to the unit.

Fix the end of the FM antenna to a wall, and place the AM antenna on a flat surface.

Assembling and connecting the AM antenna

X
� Unwind only the length of cable needed from the AM antenna unit.

� The wires of the AM antenna have no polarity. 

OPTICAL

OPTICAL

COAXIAL

VIDEO

AV4

AV3

AV2

AV 1

(TV)

PBY PR

COMPONENT
VIDEO

VIDEO

MONITOR OUT

PBY PR

HDMI 1

(BD/DVD)

HDMI 2 HDMI 3 HDMI 4 HDMI 5
HDCP2.2

HDCP2.2
HDCP2.2 HDCP2.2

12

ARC

ANTENNA

FM AM

SURROUND CENTER

CLASS 2 WIRING CABLAGE CLASSE 2

FRONT

SPEAKERS

VIDEO

NETWORK

TRIGGER OUT

REMOTE

(NET)

12V

IN

OUT

0.1A

COMPONENT VIDEO

HDMI OUT

(RADIO)

WIRELESS

AM antennaFM antenna

The unit (rear)

Hold down Insert Release
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  4  Connecting a network cable or preparing the wireless antenna

Connect the unit to a router (access point) with a network cable, or prepare the wireless 
antenna for establishing a wireless network connection.

You can enjoy Internet radio or music files stored on media servers, such as PCs and Network 
Attached Storage (NAS), on the unit.

Connecting the network cable

Connect the unit to your router with a commercially-available STP network cable (CAT-5 or 
higher straight cable).

X
� If you want to use a wired (network cable) connection when a wireless connection has been made, set �Network 

Connection� (p.119) in the �Setup� menu to �Wired�.

� If you are using a router that supports DHCP, you do not need to configure any network settings for the unit, as 
the network parameters (such as the IP address) will be assigned automatically to it. You only need to configure 
the network settings if your router does not support DHCP or if you want to configure the network parameters 
manually (p.119).

� You can check whether the network parameters (such as IP address) are properly assigned to the unit in 
�Network� (p.127) in the �Information� menu.

Y
� Some security software installed on your PC or the firewall settings of network devices (such as a router) may 

block the access of the unit to the network devices or the Internet. In these cases, configure the security 
software or firewall settings appropriately.

� Each server must be connected to the same subnet as the unit.

� To use the service via the Internet, broadband connection is strongly recommended.

Preparing the wireless antenna

If you want to establish a wireless network connection, stand the wireless antenna up straight.

For information on how to connect the unit to a network device wirelessly, see �Connecting to 
a network device wirelessly� (p.53).

Y
Do not apply excessive force on the antenna. Doing so may damage it.CLASS 2 WIRING CABLAGE CLASSE 2

SPEAKERS

NETWORK
(NET)

F.PRESENCE/ZONE2
EXTRA SP1

EXTRA SP2

WIRELESS

LAN

WAN

Network Attached Storage 
(NAS)

Internet

Modem

Router

Network cable
PC

The unit (rear)

Mobile device

WIRELESS
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  5  Connecting other devices

Connect an external power amplifier or a device compatible with the trigger function.

Connecting an external power amplifier

(RX-V781 only)

When connecting an external power amplifier (pre-main amplifier) to enhance speaker output, 
connect the input jacks of the power amplifier to the PRE OUT jacks of the unit. The same 
channel signals are output from the PRE OUT jacks as from their corresponding SPEAKERS 
terminals.

a SUR. BACK jacks
Output surround back channel sounds. When using only one external amplifier for the surround back 
channel, connect it to the SINGLE jack (L side).

b SURROUND jacks
Output surround channel sounds.

c CENTER jack
Outputs center channel sounds.

d FRONT jacks
Output front channel sounds.

e SUBWOOFER1-2 jacks
For connecting a subwoofer with built-in amplifier. When 2 subwoofers are connected, the same sound 
is output from them.

Connecting a device compatible with the trigger 
function

The trigger function can control an external device in conjunction with operating the unit (such 
as powering on/off and input selection). If you have a Yamaha subwoofer that supports a 
system connection or a device with a trigger input jack, you can use the trigger function by 
connecting the external device to the TRIGGER OUT jack with a monaural mini-jack cable.

X
You can configure the trigger function settings in �Trigger Output� (p.124) in the �Setup� menu.

Caution
� To prevent the generation of loud noises or abnormal sounds, make sure the followings before 

making connections.
� Remove the power cable of the unit and turn off the external power amplifier before connecting 

them.
� When using the PRE OUT jacks, do not connect speakers to the corresponding SPEAKERS terminals.
� When using an external amplifier that does not have the volume control bypass, do not connect 

other devices (except the unit) to the amplifier.

COMPONENT
VIDEO

VIDEO

MONITOR OUT

PBY PR

MI 1

DVD)

HDMI 2 HDMI 3 HDMI 4 HDMI 5
P2.2 HDCP2.2 HDCP2.2

ANTENNA

FM AM

SURROUND CENTER

CLASS 2 WIRING CABLAGE CLASSE 2

FRONT

SINGLE

SURROUND BACK

ZONE2/BI-AMP

SPEAKERS

AV 6 ZONE OUT
SUBWOOFERSUR. BACK SURROUND

PRE OUT
CENTER FRONT

SINGLE

ZONE 2

NETWORK
(NET)

F.PRESENCE/ZONE2
EXTRA SP1

EXTRA SP2

1

2

(RADIO)

WIRELESS

abcde

The unit (rear)

AUDIO 1 AUDIO 2

OPTICAL

OPTICAL

COAXIAL

VIDEO

AV4

AV3

AV2

AV 1

(TV)

PBY PR

MO

PBY PR

HDMI 1

(BD/DVD)

HDMI 2
HDCP2.2

HDCP2.2
HDCP2.2

12

ARC

ANTENNA

FM AM

AV 5

VIDEO

AV 6 ZONE OUT
ZONE 2

TRIGGER OUT

REMOTE

12V

IN

OUT

0.1A

COMPONENT VIDEO

HDMI OUT

(RADIO)

PHONO

GND

TRIGGER OUT
12V 0.1A

The unit (rear)

TRIGGER OUT jack

System 
connector 

jack

Yamaha subwoofer that 
supports a system connection
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  6  Connecting the power cable

Before connecting the power cable (Taiwan, Brazil and General models only)

Set the switch position of VOLTAGE SELECTOR according to your local voltage. Voltages are 
AC 110�120/220�240 V, 50/60 Hz.

Y
Make sure you set VOLTAGE SELECTOR of the unit BEFORE plugging the power cable into an AC wall outlet. 
Improper setting of VOLTAGE SELECTOR may cause damage to the unit and create a potential fire hazard.

After all the connections are complete, plug in the power cable.

NT

SINGLE

SURROUND BACK

ZONE2/BI-AMP

F.PRESENCE/ZONE2
EXTRA SP1

EXTRA SP2

220V-
240V

110V-
120V

VOLTAGE SELECTOR
The unit (rear)

VOLTAGE SELECTOR

CENTER

WIRING CABLAGE CLASSE 2

FRONT

SINGLE

SURROUND BACK

ZONE2/BI-AMP

SPEAKERS

NETWORK
(NET)

F.PRESENCE/ZONE2
EXTRA SP1

EXTRA SP2

To an AC wall outlet

The unit (rear)
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  7  Selecting an on-screen menu language

Select the desired on-screen menu language from English (default), 
Japanese, French, German, Spanish, Russian, Italian and Chinese.

1 Press z (receiver power) to turn on the unit.

2 Turn on the TV and switch the TV input to display video 
from the unit (HDMI OUT jack).

X
If you turn on the unit for the first time, the message regarding the network 
setup appears. For now, press RETURN and proceed to Step 3.

3 Press ON SCREEN.

4 Use the Cursor keys to select �Setup� and press ENTER.

5 Use the Cursor keys (e/r) to select �Language� and the 
Cursor keys (q/w) to select the desired language.

6 To confirm the setting, press ENTER.

7 To exit from the menu, press ON SCREEN.

X
The information on the front display is provided in English only.

ON SCREEN

ENTER
RETURN

z 

Cursor keys
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  9  Optimizing the speaker settings automatically (YPAO)

The Yamaha Parametric room Acoustic Optimizer (YPAO) function 
detects speaker connections, measures the distances from them to your 
listening position(s), and then automatically optimizes the speaker 
settings, such as volume balance and acoustic parameters, to suit your 
room.

X
The YPAO function of the unit adopts the YPAO-R.S.C. (Reflected Sound Control) 
technology that enables to create natural sound fields like a room specifically designed 
for acoustic perfection.

Y
Note the following regarding YPAO measurement.

� Test tones are output at high volume and may surprise or frighten small children.

� Test tone volume cannot be adjusted.

� Keep the room as quiet as possible.

� Stay in a corner of the room behind the listening position so that you do not become 
an obstacle between speakers and the YPAO microphone.

� Do not connect headphones.

1 Press z (receiver power) to turn on the unit.

2 Turn on the TV and switch the TV input to display video 
from the unit (HDMI OUT jack).

X
If you turn on the unit for the first time, the message regarding the network 
setup appears. For now, press RETURN and proceed to Step 3.

3 Turn on the subwoofer and set the volume to half. If the 
crossover frequency is adjustable, set it to maximum.

4 Place the YPAO microphone at your listening position and 
connect it to the YPAO MIC jack on the front panel.

X
Place the YPAO microphone at your listening position (same height as your 
ears). We recommend the use of a tripod as a microphone stand. You can use the 
tripod screws to stabilize the microphone.

VOLUME HIGH CUT
CROSSOVER/

MIN MAXMIN MAX

9

YPAO MIC

9

1 2

3

4 5
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(RX-V681)

The following screen appears on the TV.

This completes the preparations.

See �Measuring at one listening position (single measure)� (p.47) 
to start the measurement.

(RX-V781)

The following screen appears on the TV.

Proceed to Step 5.

X
� To cancel the operation, disconnect the YPAO microphone before starting the 

measurement.

� To configure the power amplifier assignment setting, press RETURN and 
select �Manual Setup� (p.111).

5 (RX-V781 only) If desired, change the measuring method 
(multi/single).

1 Use the Cursor keys to select �Multi Position� and press ENTER.

2 Use the Cursor keys to select a setting and then press ENTER.

Settings

X
� If you perform the multi measure, the speaker settings will be optimized for you to 

enjoy surround sound in a wider space.

� If you perform the multi measure, first place the YPAO microphone at the listening 
position you will be seated most frequently.

Yes

Select this option if you will have several listening 
positions or if you want others to enjoy surround 
sound. You can take measurements at up to 8 different 
positions in the room. The speaker settings will be 
optimized to suit the area defined by those positions 
(multi measure).

No (default)

Select this option if your listening position will always 
be fixed. Take the measurements at only one position. 
The speaker settings will be optimized to suit that 
position (single measure).

ENTER
RETURN

Cursor keys



En 47

This completes the preparations. See the following page to start the 
measurement.

When �Multi Position� is set to �Yes�:

�Measuring at multiple listening positions (multi measure) (RX-V781 
only)� (p.48)

When �Multi Position� is set to �No�:

�Measuring at one listening position (single measure)� (p.47)

Measuring at one listening position 
(single measure)

Follow the procedure below for measurement. It takes about 3 minutes 
to perform the measurement.

1 To start the measurement, use the Cursor keys to select 
�Measure� and press ENTER.

The measurement will start in 10 seconds. Press ENTER again to 
start the measurement immediately.

X
To cancel the measurement temporarily, press RETURN.

The following screen appears on the TV when the measurement 
finishes.

Y
If any error message (such as E-1) or warning message (such as W-1) appears, see 
�Error messages� (p.51) or �Warning messages� (p.52).

X
To check the measurement results, select �Result�. For details, see �Checking 
the measurement results� (p.50).

2 Use the Cursor keys to select �Save/Cancel� and press 
ENTER.

a b

a

a
b

c
d

e
c

d

d e

bac

Multi measure 
(5 listening positions)

Multi measure 
(2 listening positions + 

front/back)

Multi measure 
(1 listening position + 
front/back/left/right)

Single measure

ENTER
RETURN

Cursor keys
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3 To save the measurement results, use the Cursor keys 
(e/r) to select �SAVE� and press ENTER.

The adjusted speaker settings are applied.

X
To finish the measurement without saving the result, select �CANCEL�.

4 Use the Cursor keys (e/r) to select �YES� or �NO� to 
enable/disable YPAO Volume and press ENTER.

X
� If YPAO Volume is enabled, the high- and low-frequency levels are 

automatically adjusted according to the volume so that you can enjoy natural 
sounds even at low volume.

� You can also enable/disable YPAO Volume in �YPAO Volume� (p.98) in the 
�Option� menu.

5 Disconnect the YPAO microphone from the unit.

This completes optimization of the speaker settings.

Measuring at multiple listening positions 
(multi measure) (RX-V781 only)

When �Multi Position� is set to �Yes�, follow the procedure below for 
measurement. It takes about 10 minutes to measure 8 listening 
positions.

Y
If any error message (such as E-1) or warning message (such as W-1) appears, see �Error 
messages� (p.51) or �Warning messages� (p.52).

1 To start the measurement, use the Cursor keys to select 
�Measure� and press ENTER.

The measurement will start in 10 seconds. Press ENTER again to 
start the measurement immediately.

X
To cancel the measurement temporarily, press RETURN.

The following screen appears on the TV when the measurement at 
the first position finishes.

2 Move the YPAO microphone to the next listening position 
and press ENTER.

Repeat Step 2 until measurements at all listening positions (up to 
8) have been taken.

Caution
� The YPAO microphone is sensitive to heat, so should not be placed anywhere 

where it could be exposed to direct sunlight or high temperatures (such as on 
top of AV equipment).

ENTER
RETURN

Cursor keys
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3 When the measurements at the positions you want to 
measure are completed, use the Cursor keys to select 
�CANCEL� and press ENTER.

When you have taken measurements at 8 listening positions, the 
following screen appears automatically.

X
To check the measurement results, select �Result�. For details, see �Checking 
the measurement results� (p.50).

4 Use the Cursor keys to select �Save/Cancel� and press 
ENTER.

5 To save the measurement result, use the Cursor keys to 
select �SAVE� and press ENTER.

The adjusted speaker settings are applied.

X
To finish the measurement without saving the result, select �CANCEL�.

6 Use the Cursor keys (e/r) to select �YES� or �NO� to 
enable/disable YPAO Volume and press ENTER.

X
� If YPAO Volume is enabled, the high- and low-frequency levels are 

automatically adjusted according to the volume so that you can enjoy natural 
sounds even at low volume.

� You can also enable/disable YPAO Volume in �YPAO Volume� (p.98) in the 
�Option� menu.

7 Disconnect the YPAO microphone from the unit.

This completes optimization of the speaker settings.

Caution
� The YPAO microphone is sensitive to heat, so should not be placed anywhere 

where it could be exposed to direct sunlight or high temperatures (such as on 
top of AV equipment).

ENTER
Cursor keys
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Checking the measurement results

You can check the YPAO measurement results.

1 After the measurement, use the Cursor keys to select 
�Result� and press ENTER.

X
You can also select �Result� from �Auto Setup� (p.109) in the �Setup� menu, 
which displays the previous measurement results.

The following screen appears.

a Measurement result items

b Measurement result details

c The number of measured positions (when multi measure is 
performed) * RX-V781 only

2 Use the Cursor keys to select an item.

3 To finish checking the results and return to the previous 
screen, press RETURN.

Reloading the previous YPAO adjustments

When the speaker settings you have configured manually are not 
suitable, follow the procedure below to discard the manual settings and 
reload the previous YPAO adjustments.

1 In the �Setup� menu, select �Speaker�, �Auto Setup�, 
and then �Result� (p.108).

2 Use the Cursor keys to select �Setup Reload� and press 
ENTER.

3 To exit from the menu, press ON SCREEN.

Wiring
Polarity of each speaker
Reverse: The speaker cable may be connected with the 
reverse polarity (+/-).

Size

Size of each speaker (cross-over frequency of the 
subwoofer)
Large: The speaker can reproduce low-frequency signals 
effectively.
Small: The speaker cannot reproduce low-frequency 
signals effectively.

Distance Distance from the listening position to each speaker

Level Output level adjustment for each speaker

a
b

c

ON SCREEN

ENTER
RETURN

Cursor keys
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Warning messages

If a warning message is displayed after the measurement, you can still save the measurement results by following on-screen instructions.

However, we recommend you perform YPAO again in order to use the unit with the optimal speaker settings.

Warning message Cause Remedy

W-1: Out of Phase A speaker cable may be connected with the reverse polarity (+/-).

Select �Wiring� in �Result� (p.50) and check the cable connections (+/-) of the speaker identified by �Reverse�.

If the speaker is connected incorrectly:
Turn off the unit and then reconnect the speaker cable.

If the speaker is connected correctly:
Depending on the type of speakers or room environment, this message may appear even if the speakers are 
connected correctly. In this case, you can ignore the message.

W-2: Over Distance
A speaker is placed more than 24 m (80 ft) from the listening 
position.

Select �Distance� in �Result� (p.50) and move the speaker identified by �>24.00m (>80.0ft)� within 24 m (80 ft) of the 
listening position.

W-3: Level Error There are significant volume differences between the speakers.
Check the usage environment and cable connections (+/-) of each speaker, and the volume of the subwoofer. We 
recommend using the same speakers or speakers with specifications that are as similar as possible.
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Searching for an access point

If you select �Access Point Scan� as the connection method, the unit 
starts searching for access points. After a while, the list of available 
access points appears on the TV screen.

1 Use the Cursor keys and ENTER to check the desired 
access point and select �NEXT�.

The wireless connection setting screen appears on the TV.

2 Use the Cursor keys and ENTER to enter the security key 
and select �NEXT�.

3 Use the Cursor keys (e/r) to select �CONNECT� and 
press ENTER to start the connection process.

When the connection process finishes, �Completed� appears on 
the TV screen.

If �Not connected� appears, repeat from Step 1 or try another 
connection method.

4 To exit from the menu, press ON SCREEN.

Setting up the wireless connection manually

If you select �Manual Setting� as the connection method, the wireless 
connection setting screen appears on the TV.

You need to setup the SSID (network name), encryption method and 
security key for your network.

1 Use the Cursor keys and ENTER to enter the SSID of the 
access point and select �NEXT�.

2 Use the Cursor keys (q/w) and ENTER to check the 
security method of the access point and select �NEXT�.

Settings
None, WEP, WPA2-PSK (AES), Mixed Mode

ON SCREEN

ENTER
Cursor keys
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3 Use the Cursor keys and ENTER to enter the security key 
and select �NEXT�.

If you select �None� in Step 2, this setting is not available. Proceed 
to Step 4.

If you select �WEP�, enter either 5 or 13 character string, or 10 or 26 
hexadecimal digits.

If you select other method, enter either 8 to 63 character string, or 
64 hexadecimal digits.

4 Use the Cursor keys (e/r) to select �CONNECT� and 
press ENTER to start the connection process.

When the connection process finishes, �Completed� appears on 
the TV screen.

If �Not connected� appears, check that all the information is 
entered correctly, and repeat from Step 1.

5 To exit from the menu, press ON SCREEN.

Using the PIN code

If you select �PIN Code� as the connection method, the list of available 
access points appears on the TV screen.

1 Use the Cursor keys and ENTER to check the desired 
access point and select �NEXT�.

The PIN code of the unit appears on the TV screen.

2 Enter the unit�s PIN code into the wireless router (access 
point).

For details on settings, refer to the instruction manual of the 
wireless router (access point).

3 Use the Cursor keys (e/r) to select �CONNECT� and 
press ENTER to start the connection process.

When the connection process finishes, �Completed� appears on 
the TV screen.

If �Not connected� appears, repeat from Step 1 or try another 
connection method.

4 To exit from the menu, press ON SCREEN.

ON SCREEN

ENTER
Cursor keys
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Connecting a mobile device to the unit 
directly (Wireless Direct)

Follow the procedure below to connect a mobile device to the unit 
directly.

Y
Wireless Direct connection may be insecure since the communication is not strongly 
encrypted. The unit may operate by playback operation on wireless devices connected 
to the unit without permission.

1 Press z (receiver power) to turn on the unit.

2 Turn on the TV and switch the TV input to display video 
from the unit (HDMI OUT jack).

Y
Operations with TV screen are available only when your TV is connected to the 
unit via HDMI.

3 Press ON SCREEN.

4 Use the Cursor keys to select �Setup� and press ENTER.

5 Use the Cursor keys (e/r) to select �Network�.

6 Use the Cursor keys (q/w) to select �Network 
Connection� and press ENTER.

7 Use the Cursor keys (q/w) and ENTER to check �Wireless 
Direct� and select �OK�.

X
The checkmark indicates the current setting.

8 Use the Cursor keys (q/w) and ENTER to check the 
desired security method and select �NEXT�.

Settings
None, WPA2-PSK (AES)

Y
If you select �None�, the connection may be insecure since the communication 
is not encrypted.

ON SCREEN

ENTER

z 

Cursor keys
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9 Use the Cursor keys and ENTER to enter the security key 
and select �NEXT�.

If you select �None� in Step 8, this setting is not available. Proceed 
to Step 10.

Otherwise, enter either 8 to 63 character string, or 64 hexadecimal 
digits.

10Use the Cursor keys (e/r) to select �OK� and press 
ENTER to save the setting.

The settings made appear on the TV screen.

The SSID and security key information is required for setup of a 
mobile device.

11Configure the Wi-Fi settings of a mobile device.

For details on settings of your mobile device, refer to the 
instruction manual of the mobile device.

1 Enable the Wi-Fi function on the mobile device.

2 Select the SSID displayed in Step 10 from the list of available 

access points.

3 When you are prompted for a password, enter the security key 

displayed in Step 10.

12To exit from the menu, press ON SCREEN.

ON SCREEN

ENTER
Cursor keys
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  11  Connecting to the MusicCast network

MusicCast is a brand new wireless musical solution from Yamaha, 
allowing you to share music among all of your rooms with a variety of 
devices. You can enjoy music from your smartphone, PC, NAS drive and 
music streaming service anywhere in your house with one easy-to-use 
application. For more details and a lineup of MusicCast compatible 
products, visit the Yamaha website.

� Seamlessly control all MusicCast compatible devices with the 
dedicated application �MusicCast CONTROLLER�.

� Link a MusicCast compatible device to another device in a different 
room and play them back simultaneously.

� Play back music from music streaming services. (The compatible music 
streaming services may differ depending on your region and product.)

MusicCast CONTROLLER

To use the network features on the MusicCast compatible device, you 
need the dedicated application �MusicCast CONTROLLER� for the 
operation. Search for the free application �MusicCast CONTROLLER� on 
the App Store or Google Play and install it to your device.

Adding the unit to the MusicCast network

Follow the procedure below to add the unit to the MusicCast network. 
You can also configure the unit�s wireless settings at once.

Y
The SSID and security key for your network will be needed.

1 Press z (receiver power) to turn on the unit.

2 Tap the �MusicCast CONTROLLER� application icon on 
your mobile device and tap �Setup�.

X
If you have already connected other MusicCast compatible devices to the 
network, tap �Settings� and then �Add New Device�.

3 Operate the �MusicCast CONTROLLER� application 
following the on screen instructions, then hold down 
CONNECT on the front panel of the unit for 5 seconds.

4 Operate the �MusicCast CONTROLLER� application 
following the onscreen instructions to set up the network.

5 Operate the �MusicCast CONTROLLER� application to 
playback.

Y
� AirPlay and DSD audio cannot be delivered.

� When the Pure Direct mode is enabled, input sources other than the network sources 
and USB cannot be delivered.

� If you configure the unit�s wireless settings with this method, the signal strength 
indicator of the front display lights up when the unit is connecting to a network (even 
if a wired connection is used).

CONNECT

AVAV

HDMIHDMI

ENTER

RETURN

POP-UP/MENUTOP MENU

PHONONETUSBBLUETOOTH

TUNERAUDIO65

4321

V-AUX5

4321

4321

8765

9 0

RADIONETTVBD
DVD

SCENE

MUTE

OPTION
ON

SCREEN

DISPLAY

MODE

MOVIE MUSIC

INFO SLEEP

ENT

PRESETTUNING

VOLUMEPROGRAM

HDMI OUTPARTY

BAND

SUR. DECODE STRAIGHT

ENHANCER PURE DIRECT

MEMORY

MAIN ZONE 2

AV

HDMI

ENTER

RETURN

POP-UP/MENUTOP MENU

PHONONETUSBBLUETOOTH

TUNERAUDIO65
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V-AUX5

4321
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8765

9 0

RADIONETTVBD
DVD

SCENE

MUTE
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SCREEN

DISPLAY

MODE
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ENT

PRESETTUNING

VOLUMEPROGRAM

HDMI OUTPARTY
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SUR. DECODE STRAIGHT

ENHANCER PURE DIRECT

MEMORY

MAIN ZONE 2

z 
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PLAYBACK
Basic playback procedure

1 Turn on the external devices (such as a TV or BD/DVD 
player) connected to the unit.

2 Use the Input selection keys to select an input source.

3 Start playback on the external device or select a radio 
station.

Refer to the instruction manual for the external device.

For details on the following operations, see the corresponding 
pages.

� Listening to FM/AM radio  (p.70)

� Playing back music via Bluetooth  (p.74)

� Playing back music stored on a USB storage device  (p.76)

� Playing back music stored on media servers (PCs/NAS)  (p.79)

� Listening to Internet radio  (p.83)

� Playing back iTunes/iPod music with AirPlay  (p.86)

4 Press VOLUME to adjust the volume.

X
� To mute the audio output, press MUTE. Press MUTE again to unmute.

� To adjust the treble/bass settings, use the �Option� menu or TONE CONTROL 
on the front panel (p.98).

 On-screen input selection

a Press ON SCREEN.

b Use the Cursor keys to select �Input� and press ENTER.

c Use the Cursor keys to select the desired input source and press 
ENTER.

Selecting an HDMI output jack

1 Press HDMI OUT to select an HDMI OUT jack.

Each time you press the key, the HDMI OUT jack to be used for 
signal output changes.

X
(RX-V781 only)

� You can also select an HDMI output jack by selecting a scene (p.63).

� When �HDMI OUT 1+2� is selected, the unit outputs video signals at the 
highest resolution supported by both TVs (or projectors) connected to the 
unit. (For example, if you have connected a 1080p TV to the HDMI OUT 1 jack 
and a 720p TV to the HDMI OUT 2 jack, the unit outputs 720p video signals.)

HDMI OUT 1+2
(RX-V781 only)
Outputs the same signal at both the HDMI OUT 1 and 
HDMI OUT 2 jacks.

HDMI OUT 1
Output the signals at the HDMI OUT 1 (RX-V781) or 
HDMI OUT (RX-V681) jack.

HDMI OUT 2
(RX-V781 only)
Output the signals at the HDMI OUT 2 jack.

HDMI OUT Off Does not output the signals at the HDMI OUT jacks.

VOL.

HDMI OUT 1
 

ON SCREEN

ENTER

VOLUME

MUTE

HDMI OUT

Cursor keys

Input selection keys
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Selecting the input source and favorite settings with one touch (SCENE)

The SCENE function allows you to select the assigned input source, 
sound program, Compressed Music Enhancer on/off, and HDMI output 
jack (RX-V781 only) with just one touch.

1 Press SCENE.

The input source and settings registered to the corresponding 
scene are selected. The unit turns on automatically when it is in 
standby mode.

By default, the following settings are registered for each scene.

Registering a scene

1 Perform the following operations to prepare the settings 
you want to assign to a scene.

� Select an input source (p.62)

� Select a sound program (p.64) or straight decode mode (p.68)

� Enable/disable Compressed Music Enhancer (p.69)

� (RX-V781 only)

Selecting an HDMI output jack (p.62)

2 Hold down the desired SCENE key until �SET Complete� 
appears on the front display.

X
� You can also configure scene assignments in the �Scene� menu (p.103).

� The SCENE link playback function allows you to start playback of an external device 
connected to the unit via HDMI. To enable SCENE link playback, specify the device 
type in �Device Control� (p.104) in the �Scene� menu.

SCENE

Input HDMI 1 AV 4 NET RADIO TUNER

Sound program MOVIE (Sci-Fi) STRAIGHT
MUSIC
(7ch Stereo)

MUSIC
(7ch Stereo)

Compressed 
Music Enhancer

Off On On On

HDMI output 
jack
(RX-V781 only)

HDMI OUT 
1+2

HDMI OUT 
1+2

HDMI OUT 
1+2

HDMI OUT 
1+2

BD
DVD TV NET RADIO

VOL.

SET Complete
SCENE1

SCENE
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Selecting the sound mode

The unit is equipped with a variety of sound programs and surround 
decoders that allow you to enjoy playback sources with your favorite 
sound mode (such as sound field effect or stereo playback).

Selecting a sound program suitable for movies

� Press MOVIE repeatedly.

This mode lets you enjoy sound field effects optimized for viewing 
video sources, such as movies, TV programs, and games (p.65).

Selecting a sound program suitable for music or stereo playback

� Press MUSIC repeatedly.

This mode lets you enjoy sound field effects optimized for listening 
music sources or stereo playback (p.66).

Selecting a surround decoder

� Press SUR. DECODE repeatedly.

This mode lets you enjoy unprocessed multichannel playback from 
2-channel sources (p.68).

Switching to the straight decode mode

� Press STRAIGHT.

This mode lets you enjoy unprocessed sounds in original channels 
(p.68).

Switching to the Pure Direct mode

� Press PURE DIRECT.

This mode lets you enjoy pure high fidelity sound by reducing the 
electrical noise from other circuitry (p.69).

Enabling Compressed Music Enhancer

� Press ENHANCER.

This mode lets you enjoy compressed music with additional depth and 
breadth (p.69).

 On-screen sound program/surround decoder selection

a Press ON SCREEN.

b Use the Cursor keys to select �DSP Program� and press ENTER.

c Use the Cursor keys to select a sound program/surround decoder 
and press ENTER.

X
� You can also switch the sound programs and surround decoder by pressing 

PROGRAM.

� You can change the settings of the surround programs and surround decoders in the 
�DSP Program� menu (p.105).

� The sound mode can be applied separately to each input source.

� You can check which speakers are currently outputting sound by looking at the 
speaker indicators on the unit�s front panel (p.12) or at the �Audio Signal� screen in 
the �Information� menu (p.126).

About Dolby Atmosfi
� Dolby Atmos contents are decoded as Dolby TrueHD or Dolby Digital Plus in 

the following situations. (Dolby Atmos PCM format is always decoded as 
Dolby Atmos.)
� Any of CINEMA DSP programs is selected.
� Neither surround back nor presence speakers are used.
� Headphones are used (2-channel playback).

� When the Dolby Atmos decoder is working, virtual surround processing (such 
as Virtual CINEMA FRONT) (p.65), YPAO Volume (p.98) or Compressed Music 
Enhancer (p.69) does not work.

About DTS:X�
� DTS:X contents are decoded as DTS-HD format when any of CINEMA DSP 

programs is selected.
� When the DTS:X decoder is working, virtual surround processing (such as 

Virtual CINEMA FRONT) (p.65), YPAO Volume (p.98), Dialogue Level (p.98), 
Extra Bass (p.99) or Compressed Music Enhancer (p.69) does not work. 

� When DTS:X contents are played back, you can adjust the volume of dialogue 
sounds in �DTS Dialogue Control� (p.98) in the �Option� menu.

MOVIE
MUSIC
SUR.DECODE
STRAIGHT
ENHANCER
PURE DIRECT

ON SCREEN

ENTER

PROGRAM

Cursor keys
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Enjoying pure high fidelity sound 
(Pure Direct)

When the Pure Direct mode is enabled, the unit plays back the selected 
source with the least circuitry in order to reduce the electrical noise from 
other circuitry (such as the front display). It allows you to enjoy Hi-Fi 
sound quality.

1 Press PURE DIRECT.

Each time you press the key, the Pure Direct mode is enabled or 
disabled.

Y
When the Pure Direct mode is enabled, the following functions are not available.

� Some settings for the speakers or sound programs

� Operating the on-screen menu and some items in the �Option� menu

� Using the multi-zone function

� Viewing information on the front display (when not in operation)

Playing back digitally compressed formats 
(such as MP3, etc.) with enriched sound 
(Compressed Music Enhancer)

Compressed Music Enhancer adds depth and breadth to the sound, 
allowing you to enjoy a dynamic sound close to the original sound before 
it was compressed. This function can be used along with any other sound 
modes.

1 Press ENHANCER.

Each time you press the key, Compressed Music Enhancer is 
enabled or disabled.

Y
Compressed Music Enhancer does not work on signals whose sampling rate is over 48 
kHz.

X
You can also use �Enhancer� (p.99) in the �Option� menu to enable/disable 
Compressed Music Enhancer.

VOL.

 PURE DIRECT
 

VOL.

ENHANCER

 Enhancer On
 

�ENHANCER� lights up

PURE DIRECT

ENHANCER 
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Playing back music via Bluetooth

You can play back music files stored on a Bluetooth device (such as 
smartphones) on the unit. Also, you can enjoy audio played back on the 
unit using Bluetooth speakers/headphones.

Y
� To use the Bluetooth function, set �Bluetooth� (p.121) in the �Setup� menu to �On�.

� You cannot make Bluetooth connections to a Bluetooth device (such as smartphones) 
and Bluetooth speakers/headphones at the same time.

X
For details on supported Bluetooth devices, see �Supported devices and file formats� 
(p.145).

Playing back Bluetooth device music on the 
unit

Follow the procedure below to establish a Bluetooth connection 
between a Bluetooth device (such as smartphones) and the unit, and 
play back music stored the Bluetooth device on the unit.

Y
The unit does not support video playback via Bluetooth.

1 Press BLUETOOTH to select �Bluetooth� as the input 
source.

2 On the Bluetooth device, select the unit (network name of 
the unit) from the available device list.

A connection between the Bluetooth device and the unit will be 
made.

If the pass key is required, enter the number �0000�.

3 On the Bluetooth device, select a song and start playback.

The playback screen (artist name, album name and song title) is 
displayed on the TV.

X
� If the unit detects the Bluetooth device previously connected, the unit automatically 

connects to the Bluetooth device after Step 1. To establish another Bluetooth 
connection, first terminate the current Bluetooth connection.

� To terminate the Bluetooth connection, perform one of the following operations.

� Perform the disconnect operation on the Bluetooth device.

� Select an input source other than �Bluetooth� on the unit.

� Select �Disconnect� in �Audio Receive� (p.109) in the �Setup� menu.

� You can use the External device operation keys (a, s, d, f, g) on the 
remote control to control playback.

The unit

Bluetooth speakers/
headphones

The unit Bluetooth device 
(such as smartphones)

BLUETOOTH

External device 
operation keys
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Playing back music stored on a USB storage device

You can play back music files stored on a USB storage device on the unit. 

The unit supports USB mass storage class devices (FAT16 or FAT32 
format).

X
For details on playable file formats, see �Supported devices and file formats� (p.145).

Connecting a USB storage device

1 Connect the USB storage device to the USB jack.

X
If the USB storage device contains many files, it may take time to load the them. In this 
case, �Loading...� appears in the front display.

Y
� Stop playback of the USB storage device before disconnect it from the USB jack.

� Connect a USB storage device directly to the USB jack of the unit. Do not use 
extension cables.

Playback of USB storage device contents

Follow the procedure below to operate the USB storage device contents 
and start playback.

You can control the USB memory device with the menu displayed on the 
TV screen.

1 Press USB to select �USB� as the input source.

The browse screen is displayed on the TV.

X
If playback is ongoing on your USB storage device, the playback screen is 
displayed.

RADIO

(CONNECT)

STRAIGHT

HDMI IN 5V 1A

VIDEO AUX USB

The unit (front)

USB storage device

VOL.

  Connected
USB

USB
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Playback of PC music contents

Follow the procedure below to operate the PC music contents and start 
playback.

You can control the PC/NAS with the menu displayed on the TV screen.

1 Press NET repeatedly to select �SERVER� as the input 
source.

The browse screen is displayed on the TV.

X
If playback of a music file selected from the unit is ongoing on your PC, the 
playback screen is displayed.

2 Use the Cursor keys to select a music server and press 
ENTER.

3 Use the Cursor keys to select an item and press ENTER.

If a song is selected, playback starts and the playback screen is 
displayed.

X
� To return to the previous screen, press RETURN.

� Files not supported by the unit cannot be selected.

� If the unit detects a series of unsupported files (such as images and hidden 
files) during playback, playback stops automatically.

ENTER
RETURN

NET

Cursor keys
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Listening to Internet radio

You can listen to Internet radio stations from all over the world.

Y
� To use this function, the unit must be connected to the Internet (p.40). You can check 

whether the network parameters (such as the IP address) are properly assigned to 
the unit in �Network� (p.127) in the �Information� menu.

� You may not be able to receive some Internet radio stations.

� The unit uses the vTuner Internet radio station database service.

� This service may be discontinued without notice.

Playback of Internet radio

1 Press NET repeatedly to select �NET RADIO� as the input 
source.

The browse screen is displayed on the TV.

2 Use the Cursor keys to select an item and press ENTER.

If an Internet radio station is selected, playback starts and the 
playback screen is displayed.

X
To return to the previous screen, press RETURN.

ENTER
RETURN

NET

Cursor keys
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